
Nut-Fittings aus duktilem Gusseisen 

Rot lackiert, schwarz lackiert 

und verzinkt 

Zulassungen: VDS, FM / UL 

Ductile iron grooved fittings 

Red painted, black painted

and galvanized 

Approvals: VDS, FM / UL 
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Nr. 1GS 

Starre Kupplung rot lackiert und verzinkt  

Coupling rigid red painted and galvanized

Abmessung Artikel-Nr. Artikel-Nr. VPE

Dimension Item-No. Item-No. Unit

DN 80/ 88,9 mm NM1GS-088,9r NM1GS-088,9v 1

DN 100/ 114,3 mm NM1GS-114,3r NM1GS-114,3v 1

DN 125/ 139,7 mm NM1GS-139,7r NM1GS-139,7v 1

DN 150/ 168,3 mm NM1GS-168,3r NM1GS-168,3v 1

DN 200/ 219,1 mm NM1GS-219,1r NM1GS-219,1v 1

Nr. 1G

Starre Kupplung rot lackiert und verzinkt  

Schwere Ausführung 

Coupling rigid red painted and galvanized

Heavy duty style 

Abmessung Artikel-Nr. Artikel-Nr. VPE

Dimension Item-No. Item-No. Unit

DN 25/ 33,7 mm NM01G-033,7r 1

DN 32/ 42,4 mm NM01G-042,4r NM01G-042,4v 1

DN 40/ 48,3 mm NM01G-048,3r NM01G-048,3v 1

DN 50/ 60,3 mm NM01G-060,3r NM01G-060,3v 1

DN 65/ 76,1 mm NM01G-076,1r NM01G-076,1v 1

DN 80/ 88,9 mm NM01G-088,9r NM01G-088,9v 1

DN 100/ 114,3 mm NM01G-114,3r NM01G-114,3v 1

DN 125/ 139,7 mm NM01G-139,7r NM01G-139,7v 1

DN 150/ 165,1 mm NM01G-165,1r NM01G-165,1v 1

DN 150/ 168,3 mm NM01G-168,3r NM01G-168,3v 1

DN 200/ 219,1 mm NM01G-219,1r NM01G-219,1v 1

DN 250/ 273,0 mm NM01G-273,0r NM01G-273,0v 1

DN 300/ 323,9 mm NM01G-323,9r NM01G-323,9v 1

DN 400/ 406,4 mm NM01G-406,4r NM01G-406,4v 1

DN 450/ 457,0 mm NM01G-457,0r NM01G-457,0v 1

DN 500/ 530,0 mm NM01G-530,0r NM01G-530,0v 1
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Nr. 1N

Flexible Kupplung rot lackiert und verzinkt

Schwere Ausführung

Coupling flexible red painted and galvanized 

Heavy duty style 

Abmessung Artikel-Nr. Artikel-Nr. VPE

Dimension Item-No. Item-No. Unit

DN 32/ 42,4 mm NM01N-042,4r NM01N-042,4v 1

DN 40/ 48,3 mm NM01N-048,3r NM01N-048,3v 1

DN 50/ 60,3 mm NM01N-060,3r NM01N-060,3v 1

DN 65/ 76,1 mm NM01N-076,1r NM01N-076,1v 1

DN 80/ 88,9 mm NM01N-088,9r NM01N-088,9v 1

DN 100/ 108,0 mm NM01N-108,0r NM01N-108,0v 1

DN 100/ 114,3 mm NM01N-114,3r NM01N-114,3v 1

DN125/ 133,0 mm NM01N-133,0r NM01N-133,0v 1

DN 125/ 139,7 mm NM01N-139,7r NM01N-139,7v 1

DN 125/ 141,3 mm NM01N-141,3r NM01N-141,3v 1

DN 150/ 159,0 mm NM01N-159,0r NM01N-159,0v 1

DN 150/ 165,1 mm NM01N-165,1r NM01N-165,1v 1

DN 150/ 168,3 mm NM01N-168,3r NM01N-168,3v 1

DN 200/ 219,1 mm NM01N-219,1r NM01N-219,1v 1

DN 250/ 273,0 mm NM01N-273,0r NM01N-273,0v 1

DN 300/ 323,9 mm NM01N-323,9r NM01N-323,9v 1

DN 350/ 355,6 mm NM01N-355,6r NM01N-355,6v 1

DN 400/ 426,0 mm NM01N-426,0r NM01N-426,0v 1
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Nr. 3G

Anbohrschelle mit Nutende rot lackiert und verzinkt 

Mechanical Tee grooved red painted and galvanized 

Abmessung Artikel-Nr. Artikel-Nr. VPE

Dimension Item-No. Item-No. Unit

DN50/060,3 mm

DN50/60,3 mm - DN32/42,4 mm NM03G- 060,3x042,4r NM03G- 060,3x042,4v 1

DN50/60,3 mm - DN40/48,3 mm NM03G- 060,3x048,3r NM03G- 060,3x048,3v 1

DN65/076,3 mm

DN65/76,1 mm - DN32/42,4 mm NM03G- 076,1x042,4r NM03G- 076,1x042,4v 1

DN65/76,1 mm - DN40/48,3 mm NM03G- 076,1x048,3r NM03G- 076,1x048,3v 1

DN65/76,1 mm - DN50/60,3mm NM03G-076,1x060,3r NM03G-076,1x060,3v 1

DN80/88,9 mm

DN80/88,9 mm - DN32/42,4 mm NM03G088,9x042,4r NM03G088,9x042,4v 1

DN80/88,9 mm - DN40/48,3 mm NM03G088,9x048,3r NM03G088,9x048,3v 1

DN80/88,9 mm - DN50/60,3 mm NM03G088,9x060,3r NM03G088,9x060,3v 1

DN100/114,3mm

DN100/114,3 mm - DN32/42,4 mm NM03G-114,3x042,4r NM03G-114,3x042,4v 1

DN100/114,3 mm - DN40/48,3 mm NM03G-114,3x048,3r NM03G-114,3x048,3v 1

DN100/114,3 mm - DN50/60,3 mm NM03G-114,3x060,3r NM03G-114,3x060,3v 1

DN100/114,3 mm - DN65/76,1 mm NM03G-114,3x076,1r NM03G-114,3x076,1v 1

DN100/114,3 mm - DN80/88,9 mm NM03G-114,3x088,9r NM03G-114,3x088,9v 1

DN125/139,7mm

DN125/139,7 mm - DN32/42,4mm NM03G-139,7x042,4r NM03G-139,7x042,4v 1

DN125/139,7 mm - DN40/48,3mm NM03G-139,7x048,3r NM03G-139,7x048,3v 1

DN125/139,7 mm - DN50/60,3mm NM03G-139,7x060,3r NM03G-139,7x060,3v 1

DN125/139,7 mm - DN65/76,1mm NM03G-139,7x076,1r NM03G-139,7x076,1v 1

DN125/139,7 mm - DN80/88,9mm NM03G-139,7x088,9r NM03G-139,7x088,9v 1

DN150/168,3mm 

DN150/168,3mm - DN40/48,3 mm NM03G-168,3x048,3r NM03G-168,3x048,3v 1

DN150/168,3mm - DN50/60,3 mm NM03G-168,3x060,3r NM03G-168,3x060,3v 1

DN150/168,3mm - DN65/76,1 mm NM03G-168,3x076,1r NM03G-168,3x076,1v 1

DN150/168,3mm - DN80/88,9 mm NM03G-168,3x088,9r NM03G-168,3x088,9v 1

DN150/168,3mm - DN100/114,3 mm NM03G-168,3x114,3r NM03G-168,3x114,3v 1
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DN200/219,1mm

DN200/219,1mm - DN50/60,3 mm NM03G-219,1x060,3r NM03G-219,1x060,3v 1

DN200/219,1mm - DN65/76,1 mm NM03G-219,1x076,1r NM03G-219,1x076,1v 1

DN200/219,1mm - DN80/88,9 mm NM03G-219,1x088,9r NM03G-219,1x088,9v 1

DN200/219,1mm - DN100/114,3 mm NM03G-219,1x114,3r NM03G-219,1x114,3v 1

Nr. 3J

Anbohrschelle mit Innengewinde rot lackiert und verzinkt 

Mechanical Tee threaded outlet red painted and galvanized 

Abmessung Artikel-Nr. Artikel-Nr. VPE

Dimension Item-No. Item-No. Unit

DN32/42,4 mm 

DN32/42,4 mm - R 1" IG NM03J-042,4x033,7r NM03J-042,4x033,7v 1

DN50/60,3 mm 

DN50/60,3 mm - R 1/2" IG NM03J-060,3x021,3r NM03J-060,3x021,3v 1

DN50/60,3 mm - R 3/4" IG NM03J-060,3x026,9r NM03J-060,3x026,9v 1

DN50/60,3 mm - R 1" IG NM03J-060,3x033,7r NM03J-060,3x033,7v 1

DN50/60,3 mm - R 1 1/4" IG NM03J-060,3x042,4r NM03J-060,3x042,4v 1

DN50/60,3 mm - R 1 1/2" IG NM03J-060,3x048,3r NM03J-060,3x048,3v 1

DN65/76,1 mm

DN65/76,1 mm - R 1/2" IG NM03J-076,1x021,3r NM03J-076,1x021,3v 1

DN65/76,1 mm - R 3/4" IG NM03J-076,1x026,9r NM03J-076,1x026,9v 1

DN65/76,1 mm - R 1" IG NM03J-076,1x033,7r NM03J-076,1x033,7v 1

DN65/76,1 mm - R 1 1/4" IG NM03J-076,1x042,4r NM03J-076,1x042,4v 1

DN65/76,1 mm - R 1 1/2" IG NM03J-076,1x048,3r NM03J-076,1x048,3v 1

DN65/76,1 mm - R 2" IG NM03J-076,1x060,3r NM03J-076,1x060,3v 1

DN80/88,9 mm 

DN80/88,9 mm - R 1/2" IG NM03J-088,9x021,3r NM03J-088,9x021,3v 1

DN80/88,9 mm - R 3/4" IG NM03J-088,9x026,9r NM03J-088,9x026,9v 1

DN80/88,9 mm - R 1" IG NM03J-088,9x033,7r NM03J-088,9x033,7v 1

DN80/88,9 mm - R 1 1/4" IG NM03J-088,9x042,4r NM03J-088,9x042,4v 1

DN80/88,9 mm - R 1 1/2" IG NM03J-088,9x048,3r NM03J-088,9x048,3v 1

DN80/88,9 mm - R 2" IG NM03J-088,9x060,3r NM03J-088,9x060,3v 1
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Abmessung Artikel-Nr. Artikel-Nr. VPE

Dimension Item-No. Item-No. Unit

DN100/108,0 mm 

DN100/108,0 mm - R 2" IG NM03J-108,0x060,3r NM03J-108,0x060,3v 1

DN100/114,3 mm 

DN100/114,3 mm - R 1/2" IG NM03J-114,3x021,3r NM03J-114,3x021,3v 1

DN100/114,3 mm - R 3/4" IG NM03J-114,3x026,9r NM03J-114,3x026,9v 1

DN100/114,3 mm - R 1" IG NM03J-114,3x033,7r NM03J-114,3x033,7v 1

DN100/114,3 mm - R 1 1/4" IG NM03J-114,3x042,4r NM03J-114,3x042,4v 1

DN100/114,3 mm - R 1 1/2" IG NM03J-114,3x048,3r NM03J-114,3x048,3v 1

DN100/114,3 mm - R 2" IG NM03J-114,3x060,3r NM03J-114,3x060,3v 1

DN100/114,3 mm - R 2 1/2" IG NM03J-114,3x076,1r NM03J-114,3x076,1v 1

DN125/139,7 mm 

DN125/139,7 mm - R 1 1/4" IG NM03J-139,7x042,4r NM03J-139,7x042,4v 1

DN125/139,7 mm - R 1 1/2" IG NM03J-139,7x048,3r NM03J-139,7x048,3v 1

DN125/139,7 mm - R 2" IG NM03J-139,7x060,3r NM03J-139,7x060,3v 1

DN125/139,7 mm - R 2 1/2" IG NM03J-139,7x076,1r NM03J-139,7x076,1v 1

DN125/139,7 mm - R 3" IG NM03J-139,7x088,9r NM03J-139,7x088,9v 1

DN150/168,3 mm 

DN150/168,3 mm - R 1 1/4" IG NM03J-168,3x042,4r NM03J-168,3x042,4v 1

DN150/168,3 mm - R 1 1/2" IG NM03J-168,3x048,3r NM03J-168,3x048,3v 1

DN150/168,3 mm - R 2" IG NM03J-168,3x060,3r NM03J-168,3x060,3v 1

DN150/168,3 mm - R 2 1/2" IG NM03J-168,3x076,1r NM03J-168,3x076,1v 1

DN200/219,1 mm 

DN200/219,1 mm - R 3" IG NM03J-219,1x088,9r NM03J-219,1x088,9v 1

DN200/219,1 mm - R 4" IG NM03J-219,1x114,3r NM03J-219,1x114,3v 1
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Nr. 3L

Anbohrschelle U-Form mit Innengewinde rot lackiert und verzinkt 

Mechanical Tee threaded outlet U-Bolt red painted and galvanized 

Abmessung Artikel-Nr. Artikel-Nr. VPE

Dimension Item-No. Item-No. Unit

DN32/42,4 mm 

DN32/42,4 mm - R 1/2" IG NM03L-042,4x021,3r NM03L-042,4x021,3v 1

DN32/42,4 mm - R 3/4" IG NM03L-042,4x026,9r NM03L-042,4x026,9v 1

DN32/42,4 mm - R 1" IG NM03L-042,4x033,7r NM03L-042,4x033,7v 1

DN40/48,3 mm 

DN40/48,3 mm - R 1/2" IG NM03L-048,3x021,3r NM03L-048,3x021,3v 1

DN40/48,3 mm - R 3/4" IG NM03L-048,3x026,9r NM03L-048,3x026,9v 1

DN40/48,3 mm - R 1" IG NM03L-048,3x033,7r NM03L-048,3x033,7v 1

DN50/60,3 mm 

DN50/60,3 mm - R 1/2" IG NM03L-060,3x021,3r NM003L-060,3x021,3v 1

DN50/60,3 mm - R 3/4" IG NM03L-060,3x026,9r NM03L-060,3x026,9v 1

DN50/60,3 mm - R 1" IG NM03L-060,3x033,7r NM03L-060,3x033,7v 1

DN65/76,1 mm

DN65/76,1 mm - R 1/2" IG NM03L-076,1x021,3r NM03L-076,1x021,3v 1

DN65/76,1 mm - R 3/4" IG NM03L-076,1x026,9r NM03L-076,1x026,9v 1

DN65/76,1 mm - R 1" IG NM03L-076,1x033,7r NM03L-076,1x033,7v 1

Nr. 90S

90° Winkel kurze Bauform rot lackiert und verzinkt 

Elbow 90° short style red painted and galvanized

Abmessung Artikel-Nr. Artikel-Nr. VPE

Dimension Item-No. Item-No. Unit

DN 50/ 60,3 mm NM090S-060,3r NM090S-060,3v 1

DN 65/ 76,1 mm NM090S-076,1r NM090S-076,1v 1

DN 80/ 88,9 mm NM090S-088,9r NM090S-088,9v 1

DN 100/ 108,0 mm NM090S-108,0r NM090S-108,0v 1

DN 100/ 114,3 mm NM090S-114,3r NM090S-114,3v 1

DN 125/ 139,7 mm NM090S-139,7r NM090S-139,7v 1

DN150/ 165,1 mm NM090S-165,1r 1

DN 150/ 168,3 mm NM090S-168,3r NM090S-168,3v 1

DN 200/ 219,1 mm NM090S-219,1r NM090S-219,1v 1
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Nr. 90 

90° Winkel rot lackiert und verzinkt 

Elbow 90° red painted and galvanized 

Abmessung Artikel-Nr. Artikel-Nr. VPE

Dimension Item-No. Item-No. Unit

DN 25/ 33,7 mm NM090-033,7r NM090-033,7v 1

DN 32/ 42,4 mm NM090-042,4r NM090-042,4v 1

DN 40/ 48,3 mm NM090-048,3r NM090-048,3v 1

DN 50/ 60,3 mm NM090-060,3r NM090-060,3v 1

DN 65/ 76,1 mm NM090-076,1r NM090-076,1v 1

DN 80/ 88,9 mm NM090-088,9r NM090-088,9v 1

DN 100/ 114,3 mm NM090-114,3r NM090-114,3v 1

DN 125/ 139,7 mm NM090-139,7r NM090-139,7v 1

DN 150/ 165,1 mm NM090-165,1r NM090-165,1v 1

DN 150/ 168,3 mm NM090-168,3r NM090-168,3v 1

DN 200/ 219,1 mm NM090-219,1r NM090-219,1v 1

DN 250/ 273,0 mm NM090-273,0r NM090-273,0v 1

DN 300/ 323,9 mm NM090-323,9r NM090-323,9v 1

Nr. 105

11.25° Winkel rot lackiert und verzinkt 

Elbow 11.25° red painted and galvanized 

Abmessung Artikel-Nr. Artikel-Nr. VPE

Dimension Item-No. Item-No. Unit

DN 32/ 42,4 mm NM105-042,4r NM105-042,4v 1

DN 40/ 48,3mm NM105-048,3r NM105-048,3v 1

DN 50/ 60,3 mm NM105-060,3r NM105-060,3v 1

DN 65/ 76,1 mm NM105-076,1r NM105-076,1v 1

DN 80/ 88,9 mm NM105-088,9r NM105-088,9v 1

DN 100/ 108,0 mm NM105-108,0r 1

DN 100/ 114,3 mm NM105-114,3r NM105-114,3v 1

DN 125/ 139,7 mm NM105-139,7r NM105-139,7v 1

DN 150/ 165,1 mm NM105-165,1r 1

DN 150/ 168,3 mm NM105-168,3r NM105-168,3v 1

DN 200/ 219,1 mm NM105-219,1r NM105-219,1v 1

DN 250/ 273,0 mm NM105-273,0r NM105-273,0v 1
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Nr. 110 

22.5° Winkel rot lackiert und verzinkt

Elbow 22.5° red painted and galvanized 

Abmessung Artikel-Nr. Artikel-Nr. VPE

Dimension Item-No. Item-No. Unit

DN 32/ 42,4 mm NM110-042,4r NM110-042,4v 1

DN 40/ 48,3 mm NM110-048,3r NM110-048,3v 1

DN 50/ 60,3 mm NM110-060,3r NM110-060,3v 1

DN 65/ 76,1 mm NM110-076,1r NM110-076,1v 1

DN 80/ 88,9 mm NM110-088,9r NM110-088,9v 1

DN 100/ 108,0 mm NM110-108,0r 1

DN 100/ 114,3 mm NM110-114,3r NM110-114,3v 1

DN 125/ 139,7 mm NM110-139,7r NM110-139,7v 1

DN 150/ 165,1 mm NM110-165,1r 1

DN 150/ 168,3 mm NM110-168,3r NM110-168,3v 1

DN 200/ 219,1 mm NM110-219,1r NM110-219,1v 1

DN 250/ 273,0 mm NM110-273,0r NM110-273,0v 1

Nr. 120

45° Winkel rot lackiert und verzinkt

Elbow 45° red painted and galvanized 

Abmessung Artikel-Nr. Artikel-Nr. VPE

Dimension Item-No. Item-No. Unit

DN 25/ 33,7 mm NM120-033,7r 1

DN 32/ 42,4 mm NM120-042,4r NM120-042,4v 1

DN 40/ 48,3 mm NM120-048,3r NM120-048,3v 1

DN 50/ 60,3 mm NM120-060,3r NM120-060,3v 1

DN 65/ 76,1 mm NM120-076,1r NM120-076,1v 1

DN 80/ 88,9 mm NM120-088,9r NM120-088,9v 1

DN 100/ 108,0 mm NM120-108,0r 1

DN 100/ 114,3 mm NM120-114,3r NM120-114,3v 1

DN 125/ 139,7 mm NM120-139,7r NM120-139,7v 1

DN 150/ 159,0 mm NM120-159,0r 1
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Abmessung Artikel-Nr. Artikel-Nr. VPE

Dimension Item-No. Item-No. Unit

DN 150/ 165,1 mm NM120-165,1r 1

DN 150/ 168,3 mm NM120-168,3r NM120-168,3v 1

DN 200/ 219,1 mm NM120-219,1r NM120-219,1v 1

DN 250/ 273,0 mm NM120-273,0r NM120-273,0v 1

DN 300/ 323,9 mm NM120-323,9r NM120-323,9v 1

Nr. 130S

T-Stück kurze Bauform rot lackiert und verzinkt

Tee short style red painted and galvanized 

Abmessung Artikel-Nr. Artikel-Nr. VPE

Dimension Item-No. Item-No. Unit

DN 50/ 60,3 mm NM130S-060,3r NM130S-060,3v 1

DN 65/ 76,1 mm NM130S-076,1r NM130S-076,1v 1

DN 80/ 88,9 mm NM130S-088,9r NM130S-088,9v 1

DN 100/ 114,3 mm NM130S-114,3r NM130S-114,3v 1

DN 125/ 139,7 mm NM130S-139,7r NM130S-139,7v 1

DN 150/ 159,0 mm NM130S-159,0r 1

DN 150/ 168,3 mm NM130S-168,3r NM130S-168,3v 1

DN 200/ 219,1 mm NM130S-219,1r NM130S-219,1v 1

Nr. 130

T-Stück rot lackiert und verzinkt 

Tee red painted and galvanized 

Abmessung Artikel-Nr. Artikel-Nr. VPE

Dimension Item-No. Item-No. Unit

DN 25/ 33,7 mm NM130-033,7v 1

DN 32/ 42,4 mm NM130-042,4r NM130-042,4v 1

DN 40/ 48,3 mm NM130-048,3r NM130-048,3v 1

DN 50/ 60,3 mm NM130-060,3r NM130-060,3v 1

DN 65/ 76,1 mm NM130-076,1r NM130-076,1v 1

DN 80/ 88,9 mm NM130-088,9r NM130-088,9v 1

DN 100/ 114,3 mm NM130-114,3r NM130-114,3v 1

DN 150/ 165,1 mm NM130-165,1r NM130-165,1v 1

DN 150/ 168,3 mm NM130-168,3r NM130-168,3v 1

DN 200/ 219,1 mm NM130-219,1r NM130-219,1v 1

DN 250/ 273,0 mm NM130-273,0r NM130-273,0v 1

DN 300/ 323,9 mm NM130-323,9r NM130-323,9v 1
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Nr. 240 

Nut-Übergangsstück schwarz lackiert

Grooved reducing adapter black painted 

Abmessung Artikel-Nr. VPE

Dimension Item-No. Unit

DN150/165,1mm-DN 150/159,0mm NF240-165,1x159,0s 1

Nr. 240

Reduzierung konzentrisch rot lackiert und verzinkt 

Reducer concentric red painted and galvanized 

Abmessung Artikel-Nr. Artikel-Nr. VPE

Dimension Item-No. Item-No. Unit

DN 40/ 48,3 mm - NM240- NM240-

DN 32/ 42,4 mm 048,3x042,4r 048,3x042,4v 1

DN 50/ 60,3 mm - NM240- NM240-

DN 32/ 42,4 mm 060,3x042,4r 060,3x042,4v 1

DN 50/ 60,3 mm - NM240- NM240-

DN 40/ 48,3 mm 060,3x048,3r 060,3x048,3v 1

DN 65/ 76,1 mm - NM240- NM240-

DN 40/ 48,3 mm 076,1x048,3r 076,1x048,3v 1

DN 65/ 76,1 mm - NM240- NM240-

DN 50/ 60,3 mm 076,1x060,3r 076,1x060,3v 1

DN 80/ 88,9 mm - NM240- NM240-

DN 50/ 60,3 mm 088,9x060,3r 088,9x060,3v 1

DN 80/ 88,9 mm - NM240- NM240-

DN 65/ 76,1 mm 088,9x076,1r 088,9x076,1v 1

DN 100/ 114,3 mm - NM240-

DN 40/ 48,3 mm 114,3x048,3r 1

DN 100/ 114,3 mm - NM240- NM240-

DN 50/ 60,3 mm 114,3x060,3r 114,3x060,3v 1

DN 100/ 114,3 mm - NM240- NM240-

DN 65/ 76,1 mm 114,3x076,1r 114,3x076,1v 1

DN 100/ 114,3 mm - NM240- NM240-

DN 80/ 88,9 mm 114,3x088,9r 114,3x088,9v 1
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